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Bring a cabaret atmosphere to all your events with this carpet 
rated Bfl-S1 flame-retardant, and with a dazzling array of tiny 
sequins in assorted colours!

An essential product for all your Christmas and new year festive 
events, this thick carpet (620 g/m²) offers a hard-wearing layer of 
sequins while remaining great-value.

Product specially for events (receptions, parades, galas...), this 
carpet is particularly appreciated for one-shot use.
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 Ref: 2401

Costa Brava Carpet

White base
 Silver sequins 

002/090

Gold base
 Gold sequins 

092/092

White base
 Gold sequins 

002/092

Grey base
 Silver sequins 

120/090

White base
 Iridescent sequins 

002/095

Red base
 Red and gold sequins 

270/092

Black base
 Silver sequins 

003/090

Blue base
 Blue sequins 

760/700

Black base
 Multi-coloured sequins 

003/099
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CONTACT OUR EXPORT TEAM

+33 (0)6 23 21 50 28 export@azur-scenic.com

The information in this document provides generic values that describe only the standard technical specifications and chemical composition of the products concerned.  
No guarantee is offered. Any images are non-contractual. The names of the colours are given for information purposes only and do not guarantee a specific colour.
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Appearance Short-pile felt carpet with intense sequin effect

Care Not washable (We recommend single use)

Storage 
recommendations Rolled storage indoors is recommended (away from light sources and humidity)

Directions for use We recommend single use (disposable product)
Install on flat floor, secure using double-sided adhesive tape. Protect from elements 

Recommended use Events: flooring for temporary exhibitions, parades, shows, fairs, meetings, parties, etc.

Accessories

Double-sided adhesive tape (choose according to floor): 
•	 Woven double-sided adhesive tape
•	 PVC double-sided adhesive tape
•	 Double-sided adhesive tape for fragile floors
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cs Name Costa Brava Carpet

Reference 2401

Width ± 200 cm

Weight ± 620 g/m²

Thickness ± 2.5 mm

Flame-retardant rating         Bfl-S1 Standard EN 13501-1

Composition Pile: 100% polypropylene - Underlay: synthetic latex

Length of whole bolt ± 35 ml / 70 m²

Supplied in Rolled full-width

Cut-to-length No

Light fastness  ≥ 6 Standard ISO 105-B02


