
Picasso CS Canvas
Ref. 6902

A washable Trevira CS version of our outstanding Picasso Canvas.

Paintable canvas with M1 flame-retardant rating, available in several 
widths allowing you to make the largest backdrops without panel 
assembly (up to 6 m). 

This super-versatile cloth is perfect for making cycloramas - a light, 
easy-to-handle alternative to PVC cycloramas, reflectors as an excellent 
diffuser, and even for curtains, stage sets, and more... In addition to these 
remarkable qualities as a great base for making painted backdrops, it’s 
also a perfect surface for front projection and rear projection. 

100% Trevira CS, this fabric can be used both indoors and outdoors. 
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Technical data Value Notes

Width 320 cm
520 cm
620 cm

2 widths available to order (160 cm and 420 cm), 
sold in full bales only (30 or 60 m) and subject to 
additional delivery time. 

Weight 200 g/m²

Thickness 0.3 mm

Flame-retardant rating        M1
       B-s1,d0
       B1

Standard: NPF 92-503-507
Standard: EN 13501-1
Standard: DIN 4102

Composition 100% Trevira CS

Lengths 30 m / 60 m 
Centre-folded bales

Available to buy cut-to-length for standard 
colours

Tear Force Warp: 27.7 N
Weft: 23.7 N

Standard: DIN EN ISO 9073-4

Standard colours: 

Colours available to order: 
(sold in full bales only; additional delivery time may be required depending on quantity and colour)
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Additional information

Appearance Plain weave (sheet appearance)

Care No care instructions were provided by the manufacturer. 
We recommend testing a sample piece before washing this product.

Recommended use Paintable canvas
Cycloramas
Support for front and rear projection
Reflectors
Curtains, decor, backdrops, etc.
Indoor and outdoor use

Technical data Value Notes

Light fastness
Light colours: 

Mid-tone colours: 
Dark colours:

5
6
5

Standard: DIN EN ISO 105-B02

Air permeability 100 Pa: 538 l (m²s)
200 Pa: 877 l (m²s)

Standard: DIN EN ISO 9237

CONTACT OUR EXPORT TEAM

+33 (0)6 23 21 50 28 export@azur-scenic.com

The information in this document provides generic values that describe only the standard technical specifications and chemical composition of the products concerned.  
No guarantee is offered. Any images are non-contractual. The names of the colours are given for information purposes only and do not guarantee a specific colour.


